Geit EVO 90 G2 LED

Podstawowe dane techniczne / Basic technical dota:
Losilonie / Feed AC 230V 50/60Hz
Tusilocz / Power supply Tak

Irodto swiatfa / Light source

CRI/ Color rendering index

Moc / Power

Dotyczy opraw / Applies to frames:

Beit EVO 90 62 LED | 12W

0n-0ff 22725

Switch | 22726

0ALI 22727

PhaseCut | 22728

WirlessCASAMBI | 2.2729

Geit V0 90 62 LED | 18W
0n-0ff | 22735

Switch | 22736

0ALI [ 22737

PhaseCut | 22738
WirlessCASAMBI | 2.2739

Ten produkt zowiera zradto $wiatfa o klosie efektywnosci energetyczne; G
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This product contains o light sources of energy efficiency closs

Ten produkt zowiera zrdto $wiatta o klosie efektywnosci energetycznej
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This product contains a light sources of energy efficiency closs

Light source (LED only) contained in the luminaire
replaceable only by o professional
Irodto $wiatho (tylko LED) umieszczone w oprowie

powinno by wymieniane tylko przez wykwalifikowang osobe

Control geor contained in the luminaire replaceable only

by a professional &
ZUS\‘UCZ UITHESZCZDH‘/ w UPVUW\E puwm\en hYC Wym\emuny
tylko przez wykwalifikowang osobe

UWAGA | - Nie podqczac aprawy oswietleniowe] do zasilacza LED przy wigezonym
zasiloniulll Podtqezenie oprawy oswietleniowe; do zasilacza przy whaczonym
zosilaniu grozi uszkodzeniem modutu LED i utratg gworancji

NOTE I : Do not connect the lighting fixture to the LED driver with the power
on Il Connecting the lighting fitting to the LED driver with the power switched
on may domage the LED module and void the warranty.
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Odtqcz napigciel
Disconnect the voltagel
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