Multiva EVO Trimless

Rama montazowa/ Mounting frame
(57 AN

Podstawowe dane techniczne / Basic technical data:

Lusilanie / Feed AC 230V 50/60Hz
Lusilacz / Power supply Nie

Lrodto $wiatha / Light source
CRI/ Color rendering index
Moc / Power

Dotyczy opraw / Applies to frames:

Multiva EVO 601 LED Trimless
Multiva EVO 602 LED Trimless
Multiva EVO 801 LED Trimless
Multiva EVO 802 LED Trimless
Multiva EVO 1161 LED Trimless
Multiva EVO 116.2 LED Trimless

UWAGA: Nie podtqezac aprawy oswietleniowej do zasilocza
LED przy wigezonym zasilaniulll Podtqczenie oprawy

o$wietleniowej do zasilacza przy whgezonym zasilaniu grozi

uszkodzeniem modutu LED i utratg gwarangj.

NOTE: Do not connect the lighting fixture to the LED driver
with the power on I!I Connecting the lighting fitting to the
LED driver with the power switched on may domage the
LED module and void the warranty.
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Trimless 60x1 - Korpus /Body 4.1849
A=98 [mm] B=100 [mm)]

EV0 Trimless 80x1 - Korpus/Body
41858

A=119 [mm] B=121 [mm]

EVO Trimless 116x1 - Korpus/Body
41805

A=162 [mm)] B=164 [mm]

EVO Trimless 80x2 - Korpus/Body
41863

A=98 [mm] B=186 [mm]

EVO Trimless 80x2 - Korpus/Body
41863

A=119 [mm] B=228 [mm]

EV0 Trimless 115x2 - Korpus/Body
41813

A=162 [mm] B=294 [mm]

Gtebokosc mont/mounting depth: H=100
Multiva EVO 115x1 [1x26W]

EVO Trimless 116x1 - Korpus/Body

41806

A=162 [mm] B=154 [mm]

Multiva EVO 115x2 [2x26W]

EVO Trimless 116x2 - Korpus/Body

41813 A

A=162 [mm] B=294 [mm]
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