DOTA ZW SYSTEM
OO A

Podstawowe dane techniczne [Basic technical datal:
Zasilanie [Power Supplyl: 230V 50/60Hz
Zasilacz wbudowany [built-in]

Dotyczy opraw [Applies to frames]:

Main Profil ZW - 6.2348

Light Module X1 - 6.2349

Light Module X2 - 6.2350

Light Module X3 - 6.2351

Light Module X4 - 6.2352

Driver for Modules for X1/X2 - 6.2353, 6.2356, 6.2354
Driver for Modules for X3/X& - 6.2355, 6.2356
Predant Power Supply - 6.2114

UWAGA: Nie podta.czat oprawy o$wietleniowej do
zasilacza LED przy wt@.czonym zasilaniu!!!
Podta,czenie oprawy o$wietleniowej do zasilacza przy
wtaczonym zasilaniu grozi uszkodzeniem modutu LED i
utratg, gwarancji.

NOTE: Do not connect the lighting fixture to the LED
driver with the power on !!!

Connecting the lighting fitting to the LED driver with
the power switched on may damage the LED module
and void the warranty.
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ROZSTAW OTWOROW MONTAZOWYCH OPRAWY
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Instalacja zabezpieczenia

Potaczenie magnetyczne

Montaz pozostatych wktadek jak w punktach 10-11
[Installation of other inserts as in paoints 10-11]

[Installation of security] [Magnetic clamp]
Potacz [Connect]
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LED Molex %

AC230 Molex




