Hedion Pro 16 LED

Wkiad / Inset

Podstawowe dane techniczne / Basic technical data:

Lusilunie / Feed AC 230V 50/60Hz
Lusilucz | Power supply Tak
Lrodto $wiatta / Light source

CRI/ Color rendering index
Moc / Power
Dotyczy opraw / Applies to frames:

Hedion Pro 16 LED | On-0ff
Hedion Pro 16 LED | PhoseCut
Hedion Pro 16 LED | DALI

Gighokose montazowa [mounting depth]: h=95 [mm]
"Brak mozliwosci przefozenia zasilacza:
0n-0ff, DALI, PhaseCUT przez otwor montazowy
(The power supply: On-0ff, DALI, PhaseCUT

can not be inserted through the mounting hole)

UWAGA: Nie podtqczat oprawy oswietleniowej do zasilacza
LED przy whgezonym zasilaniulll Podtqezenie aprawy
oéwietleniowej do zasilacza przy whgezonym zasilaniu grozi

uszkodzeniem modutu LED i utratg gwarancj.

NOTE: Do not connect the lighting fixture to the LED driver
with the power on Il Connecting the lighting fitting to the
LED driver with the power switched an may domage the
LED module and void the warranty.
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Dtugosc przewodu od oprowy do ztgeza = 20cm

Cable length from the luminaire to the connector = 20cm
Dtugosé przewodu od zasilacza do ztqeza = 180cm

Cable length from the power supply to the connector = 180cm
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