Hedion Pro LED

Pier$cien montazowy / Mounting ring
Podstawowe dane techniczne / Basic technical data:

Lasilonie / Feed AC 230V 50/60Hz
Tusilocz / Power supply Nie
Irédto swiatha / Light source -I-
CRI/ Color rendering index -l
Moc / Power -l

Dotyczy opraw / Applies to frames:
HEDION PRO 38 Mounting Ring | 43269
HEDION PRO 60 Mounting Ring | 4.3266
HEDION 60 Mounting Ring | 9.1746

HEDION PRO 80 Mounting Ring | 43275
HEDION 115 Mounting Ring | 4.2636

UWABA | : Nie podtacza¢ oprawy oswietleniowe; do zasilacza LED przy whgezonym
zosiloniulll Podtaczenie oprowy oéwietleniowej do zasilacza przy whgezonym
zasiloniu grozi uszkodzeniem modutu LED i utratq gwarancji

NOTE ! : Do not connect the lighting fixture to the LED driver with the power
on I!l Connecting the lighting fitting to the LED driver with the power switched
on may domage the LED module ond void the warranty.
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Wymiary montazowe | Oprawa
Mounting dimensions iFrame

@55 - H-80 ! Hedion Pro 38 LC LED
56 - H-160 ! Hedion Pro 38 HC LED
! Hedion 60 IPS5
@10-H90 ! Hedion Pro 60 LED (ON-0FF)
,,,,,,,,,,,,,, { Hedion mini(EDAC230.
i Hedion Pro 60 6U10
@10 - H-116 " Hedion Pro 60 LED (DALI
L | Hedion Pro 60 LED (PhuseCur)
@90 H-10 ! Hedion 80 Pro LED 12 W
@90 - H-175 ! Hedion 80 Pro LED 25 W
@126 - H-90 1 Hedion 115 ORTH
! Hedion 16 edge FDBSW
BI6-H95 4 ion 15 odgo 60
,,,,,,,,,,,,,, L _____
B8 - H-105 ! Hedion 116 edge LED 25\

Brak mozliwosci przefozenia zasilucza:

On-0ff, DALI, PhaseCUT przez otwér montazowy w wersji Hedion Pro 38 LED

“The power supply: On-0ff, DALI, PhaseCUT

can not be inserted through the mounting hole in version Hedion Pro 38 LED

Lalecane osadzenie pierscienia montazwego na gipsie|

|
zbrojonym.
It's recommended to embed the mounting ring,
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