Ray Evo System

Multi.dot

Podstawowe dane techniczne / Basic technical data:
Lasilonie / Feed AC 230V 50/60Hz

Tusilocz / Power supply Tak

Irodto swiatfa / Light source LED

CRI/ Color rendering index -l

Moc / Power /-

M

Light source (LED only) contained in the lumingire

reploceable only by a professional
Irodto $wiatha (tylko LED) umieszczane w oprawie _“

powinno by wymieniane tylko przez wykwalifikowang osobe

Control geor contained in the luminaire replaceable only

by a professional &
ZUS\‘UCZ UITHESZCZDH‘/ W oprawie powinien hYC Wym\emuny
tylko przez wykwalifikowang osobe

UWAGA | - Nie podtqczac aprawy oéwietleniowe] do zasilacza LED przy wigezonym
zasiloniulll Podtqezenie oprawy oswietleniowe; do zasilacza przy whaczonym
zosilaniu grozi uszkodzeniem modutu LED i utratg gworancji

NOTE I: Do not connect the lighting fixture to the LED driver with the power
on Il Connecting the lighting fitting to the LED driver with the power switched
on may domage the LED module and void the warranty.
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Multi.dot

Wersja / Version

Multidot 570 | 18W
Multidot 850 | 27W
Multidot 1130 | 36W
Multidot 1410 | 46W

On-0ff (Ob.)

On-0ff (0b2)

6.3237
6.3240
6.3243
6.3246

6.3238
6.3241
6.3244
6.3247

Ten produkt zawiera zrédfo $wiatto o klusie efektywnosci energetycznej

This product contains a light sources of energy efficiency closs

DAL
63239
63242
63245
63248
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