Mono Move LV WP

Pierscien montazowy / Mounting Ring
Podstawowe dane techniczne / Basic technical data:

Lasilonie / Feed AC 230V 50/60Hz
Tusilocz / Power supply Nie
Irédto swiatha / Light source -I-
CRI/ Color rendering index -l
Moc / Power -l

Dotyczy opraw / Applies to frames:
42894 | MONO MOVE LV Mounting Ring

Ten produkt zowiera zrdto $wiatta o klosie efektywnosci energetycznej

This product contains a light sources of energy efficiency closs

Light source (LED only) contained in the lumingire
reploceable only by a professional

Irodto $wiatha (tylko LED) umieszczane w oprawie

powinno by wymieniane tylko przez wykwalifikowang osobe

Control geor contained in the luminaire replaceable only
by a professional

Tasilocz umieszczony w oprawie powinien byé wymieniony
tylko przez wykwalifikowang osobe
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UWAGA | - Nie podqczac aprawy oswietleniowe] do zasilacza LED przy wigezonym

zasiloniulll Podtqezenie oprawy oswietleniowe; do zasilacza przy whaczonym
zosilaniu grozi uszkodzeniem modutu LED i utratg gworancji

NOTE I : Do not connect the lighting fixture to the LED driver with the power
on Il Connecting the lighting fitting to the LED driver with the power switched
on may domage the LED module and void the warranty.
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Mounting depth
H-100
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Dostosowane do montazu w plycie karton-gips
Adapted for installation in plasterboard
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|:| Pusta przestrzef / Empty spoce

Wetna mineralna / Mineral wool

m Ptyta karton-gips / Gypsum cardboard

Oprawa / Luminaire
gﬁ Strop / Ceiling
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