Multisystem - Driver KGP Connect

Podstawowe dane techniczne / Basic technical data:
Lasilonie / Feed AC 230V 50/60Hz

Tusilocz / Power supply Tak

Irodto swiatfa / Light source

CRI/ Color rendering index

Moc / Power

Dotyczy opraw / Applies to luminaires:

D

reploceable only by a professional
Irodto $wiatha (tylko LED) umieszczane w oprawie

Light source (LED only) contained in the lumingire

fra=cd

Control geor contained in the luminaire replaceable only @

by a professional &
ZUS\‘UCZ UITHESZCZDH‘/ W oprawie powinien hYC Wym\emuny
tylko przez wykwalifikowang osobe

powinno by wymieniane tylko przez wykwalifikowang osobe

UWAGA | - Nie podqczac aprawy oswietleniowe] do zasilacza LED przy wigezonym
zasiloniulll Podtqezenie oprawy oswietleniowe; do zasilacza przy whaczonym
zosilaniu grozi uszkodzeniem modutu LED i utratg gworancji

NOTE I : Do not connect the lighting fixture to the LED driver with the power
on Il Connecting the lighting fitting to the LED driver with the power switched
on may domage the LED module and void the warranty.
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—=— |V250W48VDC-T
LV100W48VDC-T
Potqczenie mechaniczne
Mechanical connection
4 LV100W48VDC-T 3 LV250W48VDC-T
Mozliwo$é podpigcia zasilonio On-01f oroz Dali
Possibility to connect On-0ff and Dali power
“Oprawy sq pr do pracy w $rodowisku wewngtrznym z temp powietrza do 25°C. Uzytkowanie w podwyzszonej temperaturze powietrza moze w szczegolnosci powodowaé awarie i skrocenie pracy modutu LED" 2023-08-25

“The luminaires are designed to work in on indoor environment with air temperatures up to 26°C. Use ot elevated air temperatures may in particular cause foilures and shorten the operation of the LED module”



