XILO mini Surface E14

Natynk/Kinkiet

Podstawowe dane techniczne / Basic technical data:
Lasilonie / Feed AC 230V 50/60Hz

Tusilocz / Power supply Nie

Irodto swiatfa / Light source £

CRI/ Color rendering index -l

Moc / Power MAX. 8W

Dotyczy opraw / Applies to frames:
XILO mini Surface | 14

On-0ff | BM.ST1EM

On-0ff | BMMT1EM4

On-0ff | BM.L11.EM4

XILO Mini Gloss L, Opal Matt Triplex | GML11
XILO Mini Gloss M, Opol Mott Triplex | GMM11
XILO Mini Glass S, Opal Matt Triplex | | GM.S11

M

Trzymaj korpus
Hold the body

Przekrec klosz
Twist the shade

)

max. 130

Odtqcz napigciel
Disconnect the voltagel

UWAGA | - Nie podtqczac aprawy oéwietleniowe] do zasilacza LED przy wigezonym
zasiloniulll Podtqezenie oprawy oswietleniowe; do zasilacza przy whaczonym
zosilaniu grozi uszkodzeniem modutu LED i utratg gworancji

NOTE I: Do not connect the lighting fixture to the LED driver with the power
on Il Connecting the lighting fitting to the LED driver with the power switched
on may domage the LED module and void the warranty.
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A. Docignij
Press down
B. Przekreé do kofica
Turn until stop

Montaz natynkowy [NT]
Surface mounting [NT]

Nie zalecamy montazu klosza
rozmiaru "L w wersji kinkietowe
We do not recommend installing

a lampshade size "L in the wall
lamp version

Duze ryzyko uszkodzenia
High risk of domage

Montaz nascienny [KN]
Wall mounting [KN]
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